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Fire body:

Type 6 wildland fire engine conversion installed on customer chassis with Toyne utility
style body.

Tank:

Custom Mallory built tank
o 300 gallons
o 10 gallon foam cell
Constructed of %" UV-stabilized black polypropylene, glossy finish
Fully welded inside and out
Mortised and welded joints to increase strength
Fully baffled to NFPA 1906 guidelines
2” mounting flange at front and rear of tank
Re-enforced welded lid
Removable access panel on lid
Stainless steel bolt through flanges on tank to prevent leaks
Stainless steel hardware
Water fill tower with hinged lid and trash screen
Sight tube gauges for water
Anti-cavitation device/sump
Forward poly storage bin with lid
Rearward facing storage boxes with vertically hinged doors
Lifetime warranty to the end user

Electrical

Engine power supplied by chassis

Chassis upfitter switch used as master to control skid unit power
Latching relay

100 amp breaker mounted under chassis hood

LED work light installed above pump area, switched at rear panel

Pump

Darley 1% AGE Pump
= Kubota D902 23hp diesel engine
Chassis supplied fuel
Liquid cooled
Electric start
Single stage pump head
Cast iron gear case and engine adapter
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Stainless steel shaft

Heat treated alloy steel helical gears
Mechanical seal

2" NPT discharge

2” NPT suction

Electric primer

Fuel to be supplied from chassis tank. Mallory will install needed connection to
factory fuel tank.

Control panel

Mallory aluminum housing
® Removable lid and back panel
e LED lighting with switch on Darley panel
" & FRCLED water level gauge

Darley Digitrol panel

e Electronic throttle

e Power switch with indicator light
Digital pressure and vacuum readout
Oil pressure
Water temperature
Tachometer
Voltmeter

Primer

e 12 Volt Darley fluid-less primer
e ' Panel mounted control button
& 100 amp slow blow fuse

Foam System

® Foam Pro 1600 foam system
¢ Control mounted in separate housing

Plumbing

All Plumbing to be a Combination of:
Welded and threaded stainless steel
Rubber high pressure hose with expanded couplings

Poly mounting blocks to support plumbing
All controls labeled
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Suction plumbing:
e Gated 2" tank-to-pump line
e Akron 8820 valve

Overboard suction
s Gated 2" overboard suction
+ Akron 8820 valve
o 2” male adapter with NH threads
o Cap & chain

Direct tank fill
e Gated 2" direct tank fill
e« Akron 8820 valve
o 2.5” female swivel adapter with NH threads
o Plug & chain

Outlet plumbing:
e One (1) gated 1.5” discharges

o 1.5” NPSH male threads
o Akron 8815 valve
Gated 1.0” hose reel discharge
o Akron 8810 valve
Gated 1.5” tank fill
o Akron 8815 valve

Hose Reel

Hannay SBEF 24-23-24 electric rewind booster reel
Mounted to top of water tank
1.0” Male NH riser
One (1) high mounted hose roller guide
Rewind button
40 amp breaker

Hose

1” X 100’ length of Boostlite lightweight hose for the reel
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